
ZIRH ÖZELLİKLERİ
BR7
DIN EN 1063: 2000-01 TS EN 1522/1523  
•	 7.62x51 mm FJ/PB/HC1 NATO AP (B7)

•	 LOS : 5000 m   NLOS : 1000 m
•	 8 adet korumalı ex-proof CCD gündüz / gece kamera 

ile 360o görüş
•	 Mobil DVR kaydedici
•	 21’’ LCD dokunmatik ekran
•	 MIL-STD 810G çevresel koruma

UZAKTAN KUMANDA

ZIRH ÖZELLİKLERİ
BR6
•	 DIN EN 1063: 2000-01 TS EN 1522/1523  
•	 7.62x51 mm FJ/PB/SC NATO (B6)
•	 Zemin : 3 X DM51
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•	 LOS : 5000 m   NLOS : 1000 m
•	 360o visibility with 8 ex-proof CCD day /night protected 

cameras
•	 Mobile DVR recorder
•	 21’’ LCD touchpad panel
•	 MIL-STD 810G environmental protection

REMOTE OPERATION SPECS
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PROTECTION
BR6
DIN EN 1063: 2000-01 TS EN 1522/1523  
•	 7.62x51 mm FJ/PB/SC NATO (B6)
•	 Floor : 3 X DM51
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